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Banana connectors 
 
BP195G 

 

 
Screw-type 24K gold plated banana plug with red or black soft PVC boot, 
for up to 10 mm² cable.  

 
BP208G 

 

 
24K gold plated screw-type safety banana plug with transparent safety 
insulating pipe, which retracts into the housing of the banana body during 
the insertion process, for cable up to 6 mm2.  
Red/black colour coded ï for fail-proof +/- (plus/minus) phasing.  

 
BP210G 

 

 
24K gold plated metal banana plug with red or black colour ring, with holes 
on the side of the body for up to 8 mm² cable and on the end for a second 
banana plug.  

 
BP213Gx 

 

 
24K gold plated banana plug with Beryllium spring for improved contact 
with red or black soft PVC boot. Soldering version.  
 
up to 4 mm² cable:  BP213G4 
up to 6 mm² cable:  BP213G6 
 
 

 
BP214GT 

 

 
24K gold plated metal double banana plug with 19 mm transparent distance 
holder, with a hole on the side of the banana plug for up to 4 mm² cable and 
with a banana jack on the end for inserting a second banana plug.  

 
BP216S 

 

 
Silver plated banana plug with red or black colour ring, with a hole on the 
side for 6-7 mm² cable and with a banana jack on the end for inserting a 
second banana plug.  

 
BP217G 

 

 
24K gold plated metal banana plug with red or black colour ring.  
The cable can be attached to the plug with the help of a cable inlet gland  
at the end of the body or by soldering.  

 
BP218G 

 

 
24K gold plated metal banana plug with colour coded ring.  
The hole on the side of the body for up to 10 mm² cable and with a  
banana jack at the end for a second banana plug.  

 
BP236S 

 

 
Silver plated professional banana plug with black metal barrel, with  
screw-type fixing for up to 10 mm2 cable.  
Turning of the barrel will widen up the plug, fixing it in the jack.  

 
BP237G 

 

 
24K gold plated banana plug with red or black hard plastic body, for  
up to 1,5 mm² speaker cable, which can be 2 screw terminated.  
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BP237GL 

 

 
Specially designed Banana plug with unique sidealigned spring contact  
to the main central banana pin for best contact pressure and  
low signal loss ï all in 24k gold plated finish. Under the colour coding 
plastic shell the connected speaker cable can be soldered and/or screw 
terminated. For speaker cables with a cross-section of up to 4 mm².  
 
 

 
BP238G 

 

 
24K gold plated banana plug with red or black hard plastic body, for  
up to 3 mm² speaker cable, which can be 2-screw terminated.  

 
BP238S 

 

 
Silver plated banana plug with red or black hard plastic body, for  
up to 3 mm² speaker cable, which can be 2-screw terminated. 
 
 
 
  

 
BP240G 

 

 
Solder-type 24K gold plated banana tip with red or black soft PVC boot, for 
up to 2,5 mm² cable.  

 
BP273G 

 

 
ĂSafetyò-type 24K gold plated banana plug with red or black colour-ring  
and covered by a transparent insulation, with a hole on the side of the  
body for up to 6 mm² cable and with a banana jack at the end for a  
second banana plug.  

 
BP283G 

 

 
24K gold plated professional banana plug with black metal barrel, with 
double screw-type fixing for up to 6 mm2 speaker cable or soldering in  
the provided soldering gap.  
Turning the barrel will move an internal central pin forward and widen up 
the plug, fixing it securely in the jack.  
 

 
BP283S 

 

 
Silver plated professional banana plug with black metal barrel, with  
double screw-type fixing for up to 6 mm2 speaker cable or soldering in the 
provided soldering gap.  
Turning the barrel will move an internal pin forward and widen up the plug, 
fixing it securely in the jack. 
  

 
BP283R 

 

 
Rhodium plated professional banana plug with black metal barrel, with 
double screw-type fixing for up to 6 mm2 speaker cable or soldering in the 
provided soldering gap.  
Turning the barrel will move an internal pin forward and widen up the plug, 
fixing it securely in the jack. 
  

 
BP302G 

 

 
24K gold plated hollow-pin Banana tube connector for British type (BFA) 
inverse binding post.  
Opening on the barrel for up to 8 mm2 speaker cable and with a banana 
jack at the end for inserting a second banana plug.  

 
BP303S 

 

 
Silver plated ĂHollow Pinò Banana plug from Beryllium copper.  
Due to its male/female geometry the hollow-pin plug can be used as a  
male banana plug or as a female banana jack, speaker cable connection  
by soldering.  
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BP2616 

 
     No picture yet 

 
No data yet 
 
 
 
 
 

 
BP2683G 

 

 
24K gold plated flexible pin speaker cable connection adapter, with a 
banana jack sized opening on the one end and a semi-stiff 24K gold  
plated tab on the other end.  
Can fix directly or solder to the crossover or to the speaker terminal with 
red or white transparent insulation sleeve.  
The length of the flexible pin adaptor is 65 mm.  
 

 
Speaker terminal forks, pins, lugs 
 
BP013G 

 

 
24K gold plated spade plug for cables up to 6 mm2 with colour coded black 
metal housing. Screw type version.  

 
BP013S 

 

 
Silver plated spade plug for cables up to 6 mm2 with colour coded black 
metal housing. Screw type version.  

 
BP200S 

 

 
Silver plated spade plug for cables up to 6 mm2 with silver plated metal 
housing. The cable can be attached to the plug with the help of a cable inlet 
gland at the end of the body or by soldering.  

 
BP220G 

 

 
24K gold plated metal spade plug with 6 mm internal opening, colour coded 
ring, for up to 6 mm² cable.  

 
BP251G 

 

 
24K gold plated screwtype speaker pin 45° with red or black soft PVC boot, 
in heavy duty version, for up to 4 mm² cable. 

 
CF27 

  
 
 
 
 
 
 

 
CF1412G 

  
 
 
 
 
 

 
CF1417G 
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CF1422G 

 

 
Screw or soldering-type 24K gold plated fork in 60º angled version with red 
or black soft PVC boot for polarity identification, for up to 4 mm² speaker 
cable. The inner opening is 10 mm. The outer size is 16 mm!  

 
CF1423G 

 

 
Solder-type gold plated fork in 15 º angled version with red or black soft 
PVC boot for polarity identification, for up to 4 mm² cable. The inner 
opening is 8 mm.  

 
CF1426G 

  
 
 
 
 
 

 
CF1428G 

  
 
 
 
 
 

 
CF1429G 

  
 
 
 
 
 

Loudspeaker terminals 
 
BP226G 

 

 
Speaker box mount 24K gold plated full-metal binding post with red or  
black plastic code ring, with axial hole for up to 10 mm² cable and  
banana jack at the end and with 17 mm long threaded soldering rod.  

 
BP226S 

 

 
Speaker box mount silver plated full-metal binding post with red or black 
plastic code ring, with axial hole for up to 10 mm² cable and banana jack  
at the end and with 17 mm long threaded soldering rod.  

 
BP227G 

 

 
Speaker box mount 24K gold plated full-metal binding post with red or black 
plastic code ring, with axial hole for up to 10 mm² cable and banana jack at 
the end and with 30 mm long threaded soldering rod.  

 
BP232G 

 

 
Panel mount 24K gold plated binding post with red or black ABS barrel,  
with an axial hole for up to 4 mm² speaker wire and with a banana jack  
at the end.  

 
BP252G 

 

 
Professional, massive, 24K gold plated panel mount double binding post 
with 19 mm hard plastic distance holder. There is an axial hole for up to  
6 mm² speaker cable and for banana plug at the end, with 15 mm  
threaded rod with 2 screws to fix the cable inside.  
 
 

 
BP262G 

 

 
24K gold plated panel mount binding post with axial hole for up to 4,0 mm² 
speaker cable and banana jack at the end, with 10 mm threaded soldering 
rod and solder tab.  
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BP263G 

 

 
24K gold plated speaker box or panel mount professional binding post  
with red or black coded ring, axial hole for up to 20 mm2 speaker wire and 
banana jack at the end, with 23 mm threaded rod.  
Speaker cable can be soldered AND/OR screw terminated.  

 
BP274G 

 

 
24K gold plated speaker box or panel mount professional binding post, 
Ăsecurityò- version. With a transparent plastic insulation cover around  
the body.  
The axial hole for up to 10 mm2 speaker cable and banana jack at the  
end for banana insert, with 25 mm threaded soldering rod.  
 
 

 
BP278G 

 

24K gold plated ABS plastic plus/minus pair of binding posts mounted onto 
a round black ABS cup with an internal diameter of 76 mm, with 92 mm 
distance from fixing hole to fixing hole.  
The body of the binding post features a hole for 6 mm2 cable, has a 
banana jack at the end of the binding posts and has gold plated lugs  
inside to solder the cable. Sealing included. 
 

 
BP279G 

 

24K gold plated full metal plus/minus pair of binding posts mounted onto  
a round black ABS cup with an internal diameter of 75 mm Ø with 92 mm 
distance from fixing hole to fixing hole.  
The body of the binding post features a hole for 6 mm2 cable, has a 
banana jack at the end of the binding posts and have gold plated lugs 
inside to solder the cable. Red/black colour coding. Sealing included. 
 

 
BP282G 

 

24K gold plated plus/minus pair of binding posts with red and black ABS 
plastic barrel mounted onto a 64 mm x 80 mm fixing distance and  
54x73 mm inner size ABS plate, with axial holes on the binding post for up 
to 6 mm2 speaker wire, banana jack at the end of the binding posts and 
have gold plated lugs inside to solder the cable.  
Sealing included. 
 

 
BP284G 

 

24K gold plated Bi-Wire (2 x +/-) binding posts with red and black ABS 
plastic barrel mounted onto an ABS plate with inner cut-out size of  
94x73 mm and a 108x81mm fixing distance, with axial holes on the  
binding posts for up to 6 mm2 speaker wire, banana jack opening at the 
head of the binding posts and gold plated lugs inside to solder the cable. 
Sealing included. 
 

 
BP285G 

 

24K gold plated full metal plus/minus pair of binding posts with red and 
black colour-ring mounted onto an ABS plate with inner cut-out size of  
54x73mm and a 64x81mm fixing distance, with axial holes on the binding 
posts for up to 8 mm2 speaker wire, banana jack opening at the head of  
the binding posts and gold plated lugs inside to solder the cable.  
Sealing included. 
 

 
BP286G 

 

24K gold plated Bi-wire (2x +/-) full metal binding posts with red and black 
colour-ring mounted onto an ABS plate with inner cut-out size of 94x73mm 
and a 109x81mm fixing distance, with axial holes on the binding posts for 
up to 8 mm2 speaker wire, banana jack opening at the end of the binding 
posts and gold plated lugs inside to solder the cable.  
Sealing included. 

 

 
Speakon connectors 
 
CF961 

 

SpeakonÊ type 4 pin speaker connector plug.  
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RCA male connectors 
 
RP02G 

 

 
 
24K gold plated RCA plug with black or red plastic housing.  
Suitable for 4 mm Ø cable.  

 
RP03G 

 

 
24K gold plated RCA plug with black or red plastic housing with bending 
protection.  
Suitable for 3 mm Ø cable.  

 
RP14Gx 

 

 
24K gold plated RCA plug with flash gold plating metal housing and 
bending protection spring, red or black colour coded ring.  
Suitable for 4 mm Ø cable: RP14G4. 
Suitable for 6 mm Ø cable: RP14G6. 

 
RP15G 

 

 
24K gold plated RCA plug with flash gold plated metal housing and bending 
protection spring, red or black colour coded ring.  
Suitable for 7 mm Ø cable.  

 
RP15GB 

 

 
24K gold plated RCA plug with black painted metal housing and bending 
protection spring, red or white colour coded ring.  
Suitable for 7 mm Ø cable.  

 
RP18GT 

 

 
24K gold plated RCA plug with Teflon insulation and black painted 
aluminium housing.  
Suitable for 6 mm Ø cable.  

 
RP27GT 

 

 
24K gold plated RCA plug with matted grey metal body, slanted and split 
ground ring, Teflon insulation red and black colour coded ring.  
Suitable for 6 mm Ø cable.  

 
RP28GBT 

 

 
24K gold plated RCA plug in black painted body and with long bending 
protection spring, white or red colour coded ring, with Teflon insulation.  
Suitable for 8 mm Ø cable.  

 
RP29GBT 

 

 
24K gold plated RCA plug in black painted metal body with bending 
protection spring, Teflon insulation, white or red colour coded ring.  
Suitable for 7 mm Ø cable.  

 
RP40GT 

 

 
24K gold plated RCA plug with matted grey metal body, bending protection 
spring, Teflon insulation, black or red colour coded ring.  
Suitable for 7 mm Ø cable.  
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RP66GTx 

 

 
24K gold plated RCA plug with zinc dioxide alloy housing, blue or red colour 
coded ring, Teflon insulation, slanted and split ground ring and pin.  
Suitable for 6 mm Ø cable: RP66GT6.  
Suitable for 8 mm Ø cable: RP66GT8. 

 
RP70GTx 

 

 
24K gold plated locking type RCA plug with aluminium housing, Teflon 
insulation with split central pin and black or red colour coded ring.  
Suitable for 8 mm Ø cable:  RP70GT8.  
Suitable for 9 mm Ø cable:  RP70GT9. 
Suitable for 9 mm Ø cable:  RP70GT11. 

 
RP70GT14 

 

 
24K gold plated locking type Big Body RCA plug with aluminium barrel, 
Teflon insulation with split central pin and black or red colour coded ring.  
Suitable for 14,5 mm Ø cable.  
 
Please pay special attention to the fact that due to the narrow positioning of the RCA jacks inthe back of some 
electronic devices, this model of connector may fail to fit the sockets due toits huge flange diameter of 19 mm.  

 
RP91GTx 

 

 

 
24K gold plated short and small RCA plug with aluminium housing,  
black or red colour coded ring. Small sized and space-saving model.  
Suitable for 3 mm Ø cable:  RP91GT3. 
Suitable for 4 mm Ø cable:  RP91GT4. 
Suitable for 5 mm Ø cable:  RP91GT5. 
Suitable for 6 mm Ø cable:  RP91GT6. 

 
RP94GTx 

 

 
24K gold plated RCA plug with zinc dioxide alloy body, red or white colour 
coded ring, slanted and split ground ring.  
Suitable for 6 mm Ø cable:  RP94GT6. 
Suitable for 7 mm Ø cable:  RP94GT7. 
Suitable for 8 mm Ø cable:  RP94GT8. 

 
RP132GTB8 

    
No picture yet 

 
No data yet 
 

 
RP132GTN8 

    
No picture yet 

 
No data yet 
 

 
RP172GT 

 

 
Professional, 24K hard gold plated, Teflon insulated, locking type RCA plug 
with matted grey metal housing, red and black colour coded ring.  
Suitable for up to 9 mm Ø cable. 

 
RP174ST 

 

Silver plated RCA plug with matted white plated housing, Teflon insulation, 
slanted and split ground ring and split pin, red or black colour coded ring.  
Suitable for 8 mm Ø cable.  

 
RP180GT6 

 

 
24K gold plated RCA plug with pearl white colour metal housing, Teflon 
insulation, RGB (red, green and blue colour) coded ring.  
Suitable for 6 mm Ø cable. 
 (We suggest these connectors for the component cable KáCsa® KCS-300.)  

 
RP180GT8 

 

 
24K gold plated RCA plug with pearl white colour metal housing, Teflon 
insulation with red or black colour coded ring.  
Suitable for 8 mm Ø cable.  
(We suggest these connectors for the digital cable KáCsa® KCS-100 and the  

audio interconnect cable KCS-200.)  
 

 

 
RP190GT 

 

 
Professional, 24K gold plated, Teflon insulated, lockingtype RCA plug with 
slanted and split ground ring and split central pin, red and blue colour 
coded ring. Easy left and right channel identification, exclusive matted black 
metal barrel, soldering version.  
Suitable for max 9 mm cable Ø.  
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RP190RT 

 

 
Professional, rhodium plated, Teflon insulated, lockingtype RCA plug with 
red and blue colour coded ring. Easy left and right channel identification.  
Slanted and split ground ring and split central pin, for full contact.  
With screw connect cable installation.  
For max 9 mm cable Ø. 

 
RP190ST 

 

 
Professional, silver plated, Teflon insulated, lockingtype RCA plug with 
slanted and split ground ring and split central pin, with red and blue colour 
coded ring and for easy left and right channel identification and exclusive 
matted black metal barrel. Soldering version.  
Suitable for max 9mm cable Ø.  
 

 
RP191GT6 

 

Professional, 24K gold plated, Teflon insulated, lockingtype RCA plug with 
pure copper pipe central pin for full skin contact and almost loss-free 
transmission and with red and blue colour coded ring.  
Exclusive matted black metal barrel.  
Suitable for max 6 mm cable Ø. 
  

 
RP192GT 

 

Professional, 24K gold plated, Teflon insulated, lockingtype RCA plug with 
rhodium plated metal barrel, with red and blue colour coded ring.  
Slanted and split central pin for full contact.  
With screw-connect cable installation.  
For max 9 mm cable Ø.  

 
RP196STxx 

 

Professional, High-End silver plated, Teflon insulated, locking-type RCA 
plug in a heavy duty full metal housing with slanted and split central pin, 
with white and red colour coded ring. Precision CNC machined and using  
a special Phosphor Bronze alloy. Exclusive matted black metal barrel.  
Suitable for max 10,0 mm cable Ø  (RP196ST10). 
Suitable for max 12,5 mm cable Ø  (RP196ST12).  

 
RP200RTxx 

 

 
Rhodium Plated High-End RCA plug, in elegantly fine finish cylindrical 
metal body, with Teflon insulation, carbon insert, split central pin, red and 
black colour coded ring. Soldering assembly. 
Suitable for cable 8 mm Ø      (RP200RT8). 
Suitable for cable 10 mm Ø   (RP200RT10) 

 
RP215GT4 

 

 
24K gold plated short-body RCA plug in satin nickel plated full metal 
housing on split ground-ring, with Teflon insulation, black and red colour 
coded ring.  
For 4 mm Ø cable. 

 
RP215GT5 

 

 
24K gold plated short-body RCA plug in very  nice white metal housing on 
split ground-ring, with Teflon insulation, black and red colour coded ring.  
For 5 mm Ø cable.  

 
RP245GT 

 

 
High-End 24K gold plated locking type RCA plug with pearl white colour 
metal body in a sophisticated design, with split central pin with red and 
black colour coded ring, Teflon insulation.  
Suitable for 10 mm Ø cable.  

 
RP412GT 

 

 
24K gold plated RCA plug with silver plated housing, Teflon insolation, 
slanted and split ground ring, red and black coded ring.  
Suitable for 8 mm Ø cable. Soldering version.  

 
RP412ST 

 

 
Silver plated RCA plug with silver plated housing, Teflon insulation, slanted 
and split ground ring, red and black colour coded ring.  
Suitable for 8 mm Ø cable.  
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RCA female connectors 
 
RJ02G 

 

 
24K gold plated RCA female plug with red or black plastic barrel.  
Suitable for up to 4 mm Ø cable.  

 
RJ03G 

 

 
24K gold plated RCA female plug with red or black plastic barrel with plastic 
bending protection.  
For up to 3 mm Ø cable.  

 
RJ14G 

 

 
24K gold plated RCA female plug with flash-gold plated metal housing, 
metal bending protection spring, colour coded ring.  
Suitable for up to 6 mm Ø cable.  

 
RJ15G 

 

 
24K gold plated RCA female plug with flash-gold plated metal housing, 
metal bending protection spring, colour coded ring.  
Suitable for 7 mm Ø cable.  

 
RJ27G 

 

 
24K gold plated RCA female plug with matted grey metal housing,  
colour coded ring.  
Suitable for 6 mm Ø cable.  

 
RCA sockets 
 
RJ132G 

 

 
Panel mount 24K gold plated RCA jack with standard design, black or red 
plastic insulation and with 24K gold plated inside-mount fixing nut and  
24k gold plated soldering lug.  

 
RJ133GT 

 

 
Professional, 24K gold plated panel mount RCA jack with Teflon insulation, 
red or black colour code ring and with 24K gold plated inside-mount fixing 
nut. Outside with Hexagon nut design.  

 
RJ133ST 

 

 
Professional, silver plated panel mount RCA jack with Teflon insulation,  
red or black colour code ring and with 24K gold plated inside-mount  
fixing nut. Outside with Hexagon nut design.  

 
RJ133RT 

 

 
Professional, rhodium plated panel mount RCA jack with Teflon insulation, 
red or black colour code ring and with 24K gold plated inside-mount fixing 
nut. Outside with Hexagon nut design.  

 
RJ135GT 

 

 
Professional, 24K gold plated panel mount RCA jack with Teflon insulation, 
red or black colour code ring and with 24K gold plated outside-mount fixing 
nut in Hexagon nut design.  
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RJ140GT 

 

 
24K gold plated PCB mount professional RCA jack with Teflon insulation, 
right angle solder pins and fixing rods, with red or black colour code ring 
and 24K gold plated front-side fixing nut.  

 
RJ152G 

 

 
Panel mountable, 2 standard (stereo) 24K gold plated RCA sockets on a 
plastic plate with vertical soldering tabs and fixing rod, with red or white 
plastic insulation.  
 

 
RJ154G 

 

 
Panel mountable, 4 standard (Double stereo) 24K gold plated RCA sockets 
on a plastic plate with vertical soldering tabs and fixing rod, with red or 
white plastic insulation.  

 
RJ156G 

 

 
Panel mountable, 6 standard (triple stereo) 24K gold plated RCA sockets 
on a plastic plate with vertical soldering tabs and fixing rod, with red or 
white plastic insulation.  

 
 
HDMI connectors, tools 
 
 
HDMIM  
 
 

 

 

 

 
BRAND NEW NOVELTY   
 
Metal housing HDMI plug for your self-assembly (DIY) of HDMI cables. 
Especially well suited for HDMI cable termination during installations,  
where you have to insert HDMI cables in an existing installation tube in the 
wall and where the tight space is too small to fit the HDMI plug through it.  
 
A special crimping plier tool for HDMI connector termination and instruction 
manual is available separately.  
 

Fits perfectly on the KáCsa® HDMIcables KCEHDMI / KCSHDMI. 
 

 
 
 
 

 
HDMItool 

 

 
 
With this professional crimping tool mounting of our HDMIM connectors 
becomes easy. 
 
 
 
 
 
 

 
HDMItester 

 

 
This HDMI test set checks the functionality of your HDMI cables. 
Indication by separate LEDôs per connection on both modules. 
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XLR male connectors 
 
MC945G 

 

 
Professional 24K gold plated 3 pin XLR male plug in black painted full 
metal housing. 
For cables up to 12 mmØ cable.  
 
 
 
 

 
MC947G 

 

 
24K gold plated 3 pin XLR male plug in black painted metal housing with 
rubber bending protection cable inlet gland. 
 
 
 
 
 

 
MC951 

 

 
Nickel plated 3 pin XLR male plug in metal housing with colour plastic + 
rubber bending protection cable inlet gland. 
 
 
 
 
  

 
MC953 

 

 
24K gold plated 3 pin Mini XLR male plug in nickel plated housing with soft 
rubber cable inlet.  
Suitable for cables up to 5 mm Ø cable. 
 
 
  
 

 
 
XLR female connectors 
 
MC946G 

 

 
Professional 24K gold plated 3 pin XLR female plug in black painted full 
metal housing with anti-disconnection lock.  
For cables up to 12 mm Ø cable. 
 
 
 
  

 
MC948G 

 

 
24K gold plated 3 pin XLR female plug in black painted metal housing with 
rubber bending protection cable inlet gland and anti-disconnection lock. 
 
 
 
 
  

 
MC952 

 

 
Nickel plated 3 pin XLR female plug in metal housing with colour plastic + 
rubber bending protection cable inlet gland and anti-disconnection lock. 
 
 
 
 
 

 
MC954 

 

 
24K gold plated 3 pin Mini XLR female plug in nickel plated housing with 
anti-disconnection lock and soft rubber cable inlet for bending protection.  
Suitable for cables up to 5 mm Ø cable. 
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XLR sockets 
 
MC913G 

 

 
Panel mountable 3 pin XLR male socket in 24K gold plated metal housing.  

 
MC914G 

 

 
Panel mountable 3 pin XLR female socket in 24K gold plated metal housing 
with anti-disconnection lock.  
 
 
 
 

 
MC955 

 

 
Panel mountable 3 pin Mini XLR male jack with 24K gold plated contact 
pins in nickel plated threaded metal housing.  
 
 
 
 

 
MC956 

 

 
Panel mountable 3 pin Mini XLR female jack with 24K gold plated contact 
pins in nickel plated threaded metal housing, with fixing nut.  
With anti-disconnection lock.  

 
 
3,5 and 6,3mm male Jacks 
 
AP311 

 

 
6,3 mm mono jack plug in a nickel plated metal housing with metal bending 
protection spring.  
Suitable for 6,5 mm Ø cable.  

 
AP311G 

 

 
6,3 mm mono jack plug in a 24K gold plated metal housing with metal 
bending protection spring.  
Suitable for 6,5 mm Ø cable.  

 
AP324 

 

 
Nickel plated 6,3 mm stereo jack plug in metal housing with metal bending 
protection spring. Application: headphone- or stereo signal cable extension.  
Suitable for 6,5 mm Ø cable. 

 
AP324G 

 

 
6,3 mm stereo jack plug in a 24K gold plated metal housing with metal 
bending protection spring. Application: headphone- or stereo signal cable 
extension.  
Suitable for 6,5 mm Ø cable. 

 
AP336 

 

 
3,5 mm mono jack plug in a nickel plated metal housing with bending 
protection spring.  
Suitable for 4 mm Ø cable.  

 
AP337G 

 

 
Professional 3,5 mm stereo jack plug in a heavy duty 24K gold plated full 
metal housing. With metal bending protection spring.  
Suitable for cables up to 6 mm Ø. 
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AP343 

 

 
3,5 mm stereo jack plug in a nickel plated metal housing with bending 
protection spring.  
Suitable for 4 mm Ø cable.  

 
AP343G 

 

 
3,5 mm stereo jack plug in a 24K gold plated metal housing with bending 
protection spring.  
Suitable for 4 mm Ø cable.  

 
AP370 

 

 
Professional 6,3 mm mono jack plug in a heavy duty nickel plated housing 
with rubber flexible tube bending protection.  
For up to 4-8 mm² cable.  

 
AP371G 

 

 
6,3 mm mono jack plug, in a thick 24K gold plated metal housing with red 
or black plastic cover with long metal bending protection spring.  
Suitable for cables up to 6 mm Ø.  

 
AP372G 

 

 
6,3 mm stereo jack plug, in a 24K gold plated thick metal housing with red 
or black plastic cover with long metal bending protection spring.  
Suitable for cables up to 6 mm Ø.  

 
AP401G 

 

 
6,3 mm 24K gold plated stereo jack plug in thick rubber body with bending 
protection function.  

 
AP402G 

 

 
6,3 mm 24K gold plated mono jack plug in thick rubber body with bending 
protection function.  

 
 
3,5 and 6,3mm female Jacks 
 
 
AJ507 

 

 
6,3 mm mono jack socket in a nickel plated metal housing with bending 
protection spring.  
Suitable for 6 mm Ø microphone- or audio cables and to further connect 
and extend cables using a 6,3 mm mono jack plug.  

 
AJ507G 

 

 
6,3 mm mono jack socket in a 24K gold plated metal housing with bending 
protection spring.  
Suitable for 6 mm Ø microphone- or audio cables and to further connect 
and extend cables using a 6,3 mm mono jack plug.  

 
AJ508 

 

 
6,3 mm stereo jack socket in a nickel plated metal housing with bending 
protection spring.  
Suitable for 6 mm Ø headphone or audio cables and to further connect and 
extend cables using a 6,3 mm stereo jack plug .  
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AJ508G 

 

 
6,3 mm stereo jack socket in a 24K gold plated metal housing with metal 
bending protection spring.  
Suitable for 6 mm Ø headphone or audio cables and to further connect and 
extend cables using a 6,3 mm stereo jack plug.  

 
AJ523 

 

 
3,5 mm mono jack socket in a nickel plated metal housing with metal 
bending protection spring. Application: microphone- or mono signal cable 
extension. 
Suitable for 4 mm Ø cable.  

 
AJ524 

 

 
3,5 mm stereo jack socket in a nickel plated metal housing with metal 
bending protection spring. Application: headphone- or stereo signal cable 
extension.  
Suitable for 4 mm Ø cable. 

 
AJ524G 

 

 
3,5 mm stereo jack socket in a 24K gold plated metal housing with metal 
bending protection spring. Application: headphone- or stereo signal cable 
extension.  
Suitable for 4 mm Ø cable. 

 
 
3,5 and 6,3mm sockets 
 
AJ311 

 

 
 
Panel mountable 3,5 mm mono jack socket.  

 
AJ312 

 

 
 
Panel mountable 3,5 mm stereo jack socket.  

 
 
 
RF/Video connectors 
 
BNC16 

 

 
Professional 24K gold plated 75 Ohm BNC plug in gold plated barrel.  
Soldering version plug. 
Suitable for 6 mm Ø cable.  

 
BNC18 

 

 
Professional 24K gold plated 75 Ohm BNC plug in gold plated barrel.  
Soldering version plug. 
Suitable for 8 mm Ø cable.  

 
F16 

 

 
24K gold plated professional soldering F plug in gold plated housing.  
For coaxial cables of up to 6 mm Ø.  
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F17 

 

 
24K gold plated Professional F plug in gold plated front part housing and 
matted grey shell for antenna- or video cables for up to 7 mm Ø.  
New - time saving assembly method: solderless and screwless ï just insert 
the solid core cable conductor and twist-on the cable with itôs insulation and 
finished! P³: Pure, Plug & Play!  

 
F18 

 

 
 
24K gold plated professional soldering F plug in gold plated housing.  
For coaxial cables of up to 8 mm Ø cable.  

 
SC1G 

 

 
 
24K gold plated SCART plug with 21 pins in matted grey colour plastic 
housing, the cable entry is straight.  
 
 
 
 
 
 

 
SC2G 

 

 
 
24K gold plated SCART plug with 21 pins in shiny grey colour plastic 
housing the cable entry is slanted from side.  

 
SVHS1 

 

 
24K gold plated professional S-Video plug with zinc dioxide alloy barrel.  
Suitable for up to 8 mm Ø cable.  

 
SVHS2 

 

 
24K gold plated high quality S-Video plug in golden colour metal housing, 
with long metal bending protection spring.  
Suitable for up to 8 mm Ø cable.  

 
SVHS3 

 

 
24K gold plated high quality S-Video plug with aluminium barrel.  
Suitable for up to 8 mm Ø cable.  

 
SVHS5 

 

 
24K gold plated professional S-Video plug, Teflon insulation and with black 
alloy metal barrel.  
Suitable for up to 10 mm Ø cable.  

 
SVHS6 

 

 
24K gold plated high quality S-video plug with pearl white colour metal 
body. 
Suitable  for up to 8 mm Ø cable.  
 
We suggest this connector for the KáCsa® KCS-S type SVHS cable.  

 
SVHS020 

 

 
 
Panel mountable 24K gold plated S-Video jack with insulation rings.  


